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STEP 2   SELECT THE MOST SUITABLE SYSTEM FOR YOUR PROJECT BASED ON YOUR SPECIFIC REQUIREMENTS

TYPE A SYSTEMS

Flexible, TPO/FRA, post applied standard 
loose lay waterproofing and radon 
protection membrane. Heat welded system.

Flexible, TPO/FRA, post applied reinforced 
loose lay membrane to provide 
waterproofing and radon protection.  
Heat welded system.

Flexible, TPO/FRA, fully-bonded, 
fleece-backed, pre-applied membrane 
to provide waterproofing and radon 
protection. Heat welded system.

PUDLO TS	

PUDLO TR

PUDLO TF

SHEET APPLIED

Loose lay, low density LDPE 
aluminium foil membrane for 
protection against carbon 
dioxide, methane and radon.

PUDLO GB Reinforced 

Liquid applied, latex based 
waterproofing liquid.	

PUDLO Liquid Tank	

Brush Roller �6�S�U�D�\ Waterproof Flexible

LIQUID APPLIED
Post applied cementitious surface 
waterproofer for masonry and 
concrete structures.

PUDLO Render-Seal

Brush Roller �6�S�U�D�\ Waterproof

Radon 
Protection

Flexible Waterproof �8�9��
Resistant

Radon 
Protection

Flexible Waterproof �8�9��
Resistant

Radon 
Protection

Flexible Waterproof �8�9��
Resistant

Contact PUDLO on 01954 78067 
or sales@pudlo.com to confirm 

product suitability

Methane  
Barrier 

Radon 
Barrier

�'�D�P�SCarbon 
�'�L�R�[�L�G�H

Methane  
Barrier 

Radon 
Barrier

WaterproofCarbon 
�'�L�R�[�L�G�H

�+�\�G�U�R 
Carbon

High performance polythene 
membrane for gas protection 
against radon, methane, CO2, 
VOCs and below ground 
waterproofing.

PUDLO GB Ultra Seal 

Liquid applied, latex based 
gas proof liquid.

High performance polythene membrane for gas protection 
against radon, methane, CO2, VOCs and below ground 
waterproofing. 

PUDLO Liquid GB 

GAS ONLY

Methane  
Barrier 

Radon 
Barrier

Carbon 
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�'�D�P�S�+�\�G�U�R 
Carbon

Methane  
Barrier 

Radon 
Barrier

�'�D�P�SCarbon 
�'�L�R�[�L�G�H

High performance loose lay 
polythene membrane for gas 
protection against radon, 
methane, CO2, VOCs and 
below ground waterproofing.

PUDLO GB Ultra Tank 

Hydrophobic, pore-blocking 
powdered admixture providing 
integral waterproofing protection.

PUDLO CWP

Waterproof �+�\�G�U�R�S�K�R�E�L�FPore-blocking Integral 
Protection

TYPE B SYSTEM

8mm studded membrane which 
is suitable for wall applications.

PUDLO CD08/CD08M

Waterproof Resistant to Root and 
Salt Contamination

Flexible

CAVITY DRAIN

TYPE C SYSTEMS

Hydrophilic strip made of sodium 
bentonite and butyl rubber waterstop 
for the integral sealing of construction 
joints in cast-in place concrete.

One component, polyurethane based, 
solvent free, hydro swelling mastic for 
the sealing of construction joints.

Fully coated rigid galvanised sheet, 
bitumen steel waterstop.

Surestop BWB

Surestop SM

Surestop SWB

�(�D�V�\���W�R���,�Q�V�W�D�O�O

�(�D�V�\���W�R���,�Q�V�W�D�O�O ExpandableResistant to 
�+�\�G�U�R�V�W�D�W�L�F���3�U�H�V�V�X�U�H

�(�D�V�\���W�R���,�Q�V�W�D�O�O Expandable �'�X�U�D�E�O�HFlexible

Applied in All 
Weather Conditions

20mm studded membrane is suitable 
for both floor and wall applications.

Dual, twin-layered drainage board 
designed to manage ground water 
to the land drain.

Suitable as a 
protection board 
for wall and deck 

membranes

PUDLO CD20

PUDLO Geo-Flo

�'�U�D�L�Q�D�J�H���%�R�D�U�G

Waterproof Flexible Resistant to Root and 
Salt Contamination

Resistant to Root and 
Salt Contamination

JOINTING SOLUTIONS

Cold, post applied HDPE 
membrane with bitumen 
adhesive for protection 
against radon and methane.

PUDLO GB Self Seal 
*Gas Membrane

Waterproof Flexible

GAS PROTECTION - ABOVE GROUND

Pre applied high performance 
polythene membrane for gas 
protection against radon, methane, 
CO2, VOCs and below ground 
waterproofing.

PUDLO GB Ultra+ 

Methane  
Barrier 

Radon 
Barrier

Waterproof�+�\�G�U�R 
Carbon

GAS & WATERPROOFING - BELOW GROUND 

High density post fix, pre-hydrated 
sodium bentonite membrane 
for waterproofing. Resistant to 
Petrochemicals.

PUDLO Rawmat SS

�:�D�W�H�U�S�U�R�R�À�Q�JSelf-healing

Pre applied fully bonded waterproof, 
geotextile sodium bentonite membrane.

PUDLO BW

Self-healing Applied in All 
Weather Conditions

Waterproof

Pre applied fully bonded,  
pre-hydrated sodium bentonite 
membrane for waterproofing. 
Suitable for chalk site conditions. 
Resistant to Petrochemicals.

PUDLO Rawmat P

Self-healing�:�D�W�H�U�S�U�R�R�À�Q�J Applied in Low 
Temperatures

BENTONITE 

Applied in Low 
Temperatures

Cold, post applied HDPE membrane 
with bitumen adhesive for below 
ground and damp proofing  
above ground.

PUDLO Self Seal

�'�D�P�SWaterproof

Methane  
Barrier 

Radon 
Barrier



Keeping water out  
for over 140 years

www.pudlo.com  |  sales@pudlo.com  |  01954 780687
PUDLO Waterproof Systems, Wellington Way, Bourn Airfield, Cambridge CB23 2TQ ADB


